Slim Model MP3 Voice Annunciator

Instruction Manual
[ TYPE : BSV ]

Thank you for purchasing the PATLITE Slim Model MP3 Voice
Annunicator for you application. Please read these instructions
carefully before installation, maintenance and repair. Store this
manual in a safe place for future reference. If you have any questions
regarding this product, please contact our PATLITE Sales
Representatives.

Notice for Safe Operation

In order to prevent any damage to the user and other personnel or to assets, note the
following:

B The warning indications are divided into the following classes according to the degree of danger
or damage incurred when the warning is not taken into consideration and the product is not
correctly used.

1. To operate this product properly, observe the following:

- Caution on copyright -
Work that was recorded or copied from music CDs or other media used in public
places may infringe upon copyrights and law enforcement may be imposed.
When using a work that was recorded or copied fr

2. Model Number Configuration

M Front Cover Color

B Rated Voltage W Transistor Type B Recorded Messages W: off-white
24:DC 12 ~ 24V N: NPN M: Pre-recorded Messages D: dark gray
P: PNP Blank: None (15 built-in Alarms) g sjlver

3. Part Names

Installation Bracket

Air Vents

Hole

Front Cover

O-
Power/ Signal Wiring g

SD Card Slot Mounting Screw

Front Cover Exploded View

Accessory: M3X6 Tapping Screw
(Cover Locking Screw)

4. Installation

@ Depending on the mounting surface material, thickness and the volume of the product, a vibration sound
may be generated from the mounting screws. To prevent it, take countermeasure steps by reinforcing
the mounting screws.

5 Wiring

This product can be panel or wall mounted. Please attach in accordance with the procedure for
mounting after removing the front cover.

4-1. Front Cover

When installing or adjusting the volume control to this product, please open and close the front cover in

the following manner.

@ Turn the front cover in the counter clockwise direction 45 degrees. 3 Assure there is ample rotation
space available for the front cover when mounting.

(2 When attaching for wall-mounting, pull the front cover forward to remove, then pull-out the mounting
screw and O-ring. (Refer to "3. Part Names" for the Front Cover Exploded View)

@ Please attach the removed parts in steps D and @ in the reverse order to reassemble. Attach the
front cover so that the "tUP" is on top. (Mounting Screw Recommended Torque: 0.3 N-m)

@ Use the M3X6 tapping screw (Cover Locking Screw-included) indicated on the lower-right figure to fix
the front cover. (Recommended Torque: 0.3 N-m)

Attach the front cover so that the
arrow is alligned as indicated.

Cover Locking Screw

G
Z
@ % Cover Locking
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4-2. Panel Mounting

(D Mount on a flat surface with a panel thickness of 1 mm to 3.5 mm for proper clamping. (Refer to the
"Panel-Mount Dimension Diagram")

(2 Rotate the front cover counter-clockwise 45 degrees, then loosen and remove the mounting screws.

® Check that the mounting bracket is in position (A) before inserting the product from the front, and
secure it with the mounting screws, clamping the mounting nut to the rear of the mounting surface.
(Recommended torque: 0.3 N-m)

@ Check that the product has been properly clamped before placing the front cover back on.
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4-3. Wall Mounting

@ Mount on a flat surface with a panel thickness of 1 mm to 3.5 mm for proper clamping. (Refer to the
"Wall-Mount Dimension Diagram")

(2 Rotate the front cover counter-clockwise 45 degrees, then loosen and remove the mounting screws
and O-rings.

@ Allign the front cover with the hole positions, inserting the product from the front; insert the mounting
screws from the back panel and tighten. (Recommended torque: 0.3 N-m)

@ Ensure the product is properly installed before installing the front cover.
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Wall Mounting Dimension Diagram
(Product Front View)

When wiring to external contacts for the signal line, use non-voltage contacts such as a relay,
switch or an NPN (PNP type also available) open collector circuit. Refer to table 1 below for contact
capacity.
B Wiring Example

@ BSV-24N (NPN Transistor Type)

Do not short Power (+) to the CH line. Failure do to so will result in damage to the product.
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B Wiring Example
@ BSV-24P (PNP Transistor Type)

Do not short Power (-) to the CH line. Failure do to so will result in damage to the product.
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Table 1. Signal Contact Capacity

‘ Current Capacity ‘ 15mA or more H Leakage Current ‘ 0.1mAor less ‘
|Withstanding Voltage |DC35V or more || “ON" Voltage(Ves) | 1V or less
Table 2. Recommended Fuse
‘ Rated Voltage ‘ 250V H Standard Fusion ‘ Slow-blow ‘
‘ Rated Current ‘ 0.25A H
Table 3. Inrush Current Ratings
‘ Inrush Current ‘ 7A ‘

6. Factory Default Settings

The following corresponds to the factory settings of this product according to the model and message registration contents at
the time of order.

[Outer Appearance]

(mm)

5mm §leeve

500

AWG #22 UL1007




